
Seven types of door latches are available. Door latches include
the swing handle, latch mechanism, lock, keys and/or access
code, and installation hardware. Choose a single-point or
two-point cam or slam latch with a keyed, combination or
electronic lock. Double doors require a two-point latch. The
electronic keypad lock includes a front and rear door latch and
cannot be used with double doors. All door latches are black.

• Slam Latch engages when door is pushed closed
• Cam Latch requires the swing handle to be turned to secure
the door in a closed position
• The keyed lock includes two keys
• Combination Locks are programmable, use a 3-digit
combination entered on three dials that are integrated into the
swing handle, and can be opened with a key
• The Electronic Keypad is integrated into the swing handle on 
the front door. The keypad controls access to front and rear 
door and can be programmed up to five (4-digit to 6-digit)   
access codes from the keypad. The electronic keypad   
includes swing handles for the front and rear door and    
requires a power connection and locks in the power out
condition.  The keypad includes a 100-240V, 50/60 Hz power 
supply with a c14 power connector and a detachable 7’L
(2.1 m) C13 to NEMA 5-15P power cord.

For assistance in configurating your TeraFrame Cabinet, contact
Technical Support at 800-834-4969 or visit CPIs Product
Configurator at www.chatsworth.com/configurator.
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Part Number

Description
Shipping
Weight*

Front Door Style
Rear Door

Solid/Perf. Lexan®

34546-C00 34546-C01 34512-C00 Single-Point, Slam 2 lb (0.9 kg)

34546-C02 34546-C03 34512-C02 Single-Point, Cam 2 lb (0.9 kg)

34547-C01 34547-C02 34513-C00 2-Point Cam, Keyed, 24U 6 lb (2.7 kg)

34547-C05 34547-C06 34513-C01 2-Point Cam, Keyed, 36U 6 lb (2.7 kg)

34547-C09 34547-C10 34513-C02 2-Point Cam, Keyed, 42U 6 lb (2.7 kg)

34547-C13 34547-C14 34513-C03 2-Point Cam, Keyed, 43U 6 lb (2.7 kg)

34547-C17 34547-C18 34513-C04 2-Point Cam, Keyed, 44U 6 lb (2.7 kg)

34547-C21 34547-C22 34513-C05 2-Point Cam, Keyed, 45U 6 lb (2.7 kg)

34547-C25 34547-C26 34513-C06 2-Point Cam, Keyed, 46U 6 lb (2.7 kg)

34547-C29 34547-C30 34513-C07 2-Point Cam, Keyed, 47U 6 lb (2.7 kg)

34547-C33 34547-C34 34513-C08 2-Point Cam, Keyed, 48U 6 lb (2.7 kg)

34547-C37 34547-C38 34513-C09 2-Point Cam, Keyed, 49U 6 lb (2.7 kg)

34547-C41 34547-C42 34513-C10 2-Point Cam, Keyed, 50U 6 lb (2.7 kg)

34 547-C45 34547-C46 34513-C11 2-Point Cam, Keyed, 51U 6 lb (2.7 kg)

34575-C00 34575-C01 34578-C00 Single-Point, Slam, Combination 2 lb (0.9 kg)

34575-C02 34575-C03 34578-C01 Single-Point, Cam, Combination 2 lb (0.9 kg)

34576-C01 34576-C02 34579-C00 2-Point Cam, Combination, 24U 6 lb (2.7 kg)

34576-C03 34576-C04 34579-C01 2-Point Cam, Combination, 36U 6 lb (2.7 kg)

34576-C05 34576-C06 34579-C02 2-Point Cam, Combination, 42U 6 lb (2.7 kg)

34576-C07 34576-C08 34579-C03 2-Point Cam, Combination, 43U 6 lb (2.7 kg)

34576-C09 34576-C10 34579-C04 2-Point Cam, Combination, 44U 6 lb (2.7 kg)

34576-C11 34576-C12 34579-C05 2-Point Cam, Combination, 45U 6 lb (2.7 kg)

34576-C13 34576-C14 34579-C06 2-Point Cam, Combination, 46U 6 lb (2.7 kg)

34576-C15 34576-C16 34579-C07 2-Point Cam, Combination, 47U 6 lb (2.7 kg)

34576-C17 34576-C18 34579-C08 2-Point Cam, Combination, 48U 6 lb (2.7 kg)

34576-C19 34576-C20 34579-C09 2-Point Cam, Combination, 49U 6 lb (2.7 kg)

34576-C21 34576-C22 34579-C10 2-Point Cam, Combination, 50U 6 lb (2.7 kg)

34576-C23 34576-C24 34579-C11 2-Point Cam, Combination, 51U 6 lb (2.7 kg)

34577-C00 Single-Point Slam, Electronic Keypad 8 lb (3.6 kg)

34577-C01 Single-Point Cam, Electronic Keypad 8 lb (3.6 kg)

Color is Black. Double Door must use a two-point latch. Electronics keypad (P/N 34577-C0X) requires power
and includes latches for the front and rear door. Shipping weights based on front door latches.


